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1, The traffic in a railroed sector 1s no longer directed by individusl
stetions, but by e Central Office which controls all the statlons in 1ts sree
through a speclal telephone network. By introducing this syetem, the
Hungerien State Railroads have been sble to increase each sector's carrying
capacity by 30.

2. When a traffic control office is set up, e special telephone network is
ingtalled comnecting ell railroad stations and instadllations within a specific sector.

3, In the traffic control office there is a speciaslist directing the traffic end
another men who 1is responeible for locomotive matters. The senior menmber is the
speclalist directing the traffic.

L. A section of traffic control covers 60 - 100 km. end controls between 20 and 22 ,
rellroad etations.

5. The telephone system usgg is calleq "Apparatus for Belective_Lonpd+atance call
Traffic" (Szelektiv Hivas . Menetirényit8 TaVbeszéld Berendezés). Lt is
designed so that the station called can only be heard by the contrtl office
end not by other stations connected to the same line. The control office
can speak to more than one gtetion simultaneously.

6. The 1line used for this tedephone gystem 1s a two-strand overhead ceble (Ketszalas
Legvezeték). The traffic control offices are equipped with microphones and loud-
speskers. Power is produced by 150 volt wet or dry batteries. Spares for the
telephone systen are manufactured in Hungary. Traffic control telephones
installed in each rallroad statlon are of ordinary pattern, without microphone
or loudspeakerw.
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order to avoid breakdowns this telephone system is reinforced as follows:
The cable used has an inner steel thread.
The poles are speclally supported to withstand wind.

In Addition to the normal batteries, traffic control offices are
supplied with 130-volt anode batteries in reserve.

by the municipal
The repeater stations which are normally supplied by
power gtations;, have reserve batteries which are alweys kept fully charged.
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